
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO.  907-715-4 CODE: (IS) 
 
DATE: 05/01/2013 
 
SUBJECT: Roadside Development Materials 
 
Section 715, Roadside Development Materials, of the 2004 Edition of the Mississippi Standard 
Specifications for Road and Bridge Construction is hereby amended as follows. 
 
907-715-02.2.1--Agricultural Limestone.  Delete the first sentence of Subsection 715-02.2.1 on 
page 704 and substitute the following.  
 
Agricultural limestone shall be either a hard-rock limestone material or a marl or chalk 
agricultural liming material as addressed in the latest amendment to the Mississippi Agricultural 
Liming Material Act of 1993, published by the Mississippi Department of Agriculture and 
Commerce. 
 
907-715.02.2.1.1--Screening Requirements.  Delete the first sentence of Subsection 
715.02.2.1.1 on page 704. 
 
Delete Subsection 715.02.2.1.2 on page 704 and substitute the following. 
 
907-715-02.2.1.2--Calcium Carbonate Equivalent.  Marl or chalk liming material shall not 
have less than 70% calcium and magnesium carbonate calculated as calcium carbonate 
equivalent when expressed on a dry weight basis. 
 
907-715-02.2.1.3--Neutralizing Values.  Hard-rock limestone material shall have a minimum 
Relative Neutralizing Value (RNV) of 63.0%, which is determined as follows. 
 
% RNV = CCE x (% passing #10 mesh + % passing #50 mesh)/2 
 
Where:  CCE = Calcium Carbonate Equivalent 
 
907-715.03--Seed. 
 
907-715.03.2--Germination and Purity Requirements.  Add the following to Table B on page 
705. 
 

Name (Kind) Name (Variety) Percent 
Germination 

Percent 
Purity 

GRASSES    
Rye Grass Annual 80 98 
Wheat - 80 98 

 


